RANGE

Commercial
kitchens

Gastronomy

Butcher shop

Canteens

Food processing
industry

)

Bowl may be tilted to the front Patented mixing tools Halved mixing times by three- Upper machine part tiltable
for easy discharge dimensional mixing method with pneumatic spring

B Machines and mixing tools made of 100% stainless steel
B Optional: one or two drives (swivel bowl)

B Start/stop via safety switch

B Easy, hygienic cleaning

B lockable castors as standard
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e speed (rpm):? . 47

Bowl speed (rpm) 14 9 N
Machine power (kW) 1.08 1.87

Fuse protection (A) 16 16

Ingress protection IP 54 (splash-proofed) IP 54 (splash-proofed)

Dimensions (L x W x HI 770 x 1080 x 1200 mm (H max. 1450 mm] 920 x 1170 x 1380 mm (H max. 1690 mm)
Weight (kg) 1 or 2 motors 157 283

Bowl capacity (kgl/(l) 15-65/95 20-120/165

Optional infinitely adjustable mixing arm speed X X

Optional model economy (1 motor) - =

MI30 MI65 MI95 MI165 | The CAD drawing
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The figures shown here are for illustration only and may deviate from the actual design version. Technical alterations are reserved. For additional accessories please refer to our price list.
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